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Length | Number Fixture
. pacing
of Panel |Fixtures See Notes
(Each)

5'-0" 2’-g"

6’-0" 3'-0"

7’-0" 3-6"

8’-0" 4'-0"

9’-0" 4’-6"
107-0" 1 5'-0"
11°-0" 5'-6"
12°-0" 6’-0"
13°-0 6'-6"
147-0 70"
157-0" 7'-6"
16'-0" 8'-0"
17°-0" 4’-3":8"-6"
18°-0 4’-6":9'-0"
19°-0" 4'-9':9'-6"
20’-0" 5'-0":10’-0"
21°-0" 5-3":110"-6"
22’-0" 5’-6":11'-0"
23’-0" 5°-9':11'-8"
247-0" 2 6'-0":12'-0"
25'-0 6'-3":112"-6"
26°-0" 6'-6":13'-0"
27°-0 6'-9':13'-8"
28’-0" 7'-0":14'-0"
29'-0 7 14°-6
30°-0 7 15'-0
317°-0 7'-9"115'-6
32°-0 8’-0":116'-0"
33°-0 5'-6":11'-0"
34’-0" 5'-8":11'-4"
35'-0 5°-10":11'-8"
36°-0 6'-0":12"-0"
37°-0 -2":112°-4"
38°-0" 6'-4":12'-8"
39°-0" 6'-6":13"-0"
40°-0 3 6'-8":13"-4"
417-0" 6'-10":13'-8"
42707 77-0":14"-0"
43’-0 7-2":14'-4"
44°-0 7°-4"114’-8
457-0 7'-6":15'-0"
46"-0" 7'-8"115'-4
47’-0" 7°-10":15"-8"
48’-0" 8’-0"-16"-0"
49°-0" 6 -1l5"12'-3"
50"-0" -3"112"-6"
51" 6'-4/":12'-9"
52'-0 -6"113°-0"
537-0" 6'-7/,"213"-3"
54’-0 6'-9":13'-6"
55"-0" 4 6'-10%,":137-9"
56'-0 7'-0":14'-0"
57°-0" 7-1Y":114'-3
58’-0 7'-3"14-6
59’-0" 7'-4Y":14"-9
60’-0" 7’-6":15’-0"
61’-0" 7'-7/5":15'-3"
62'-0" 7'-9":15’-6"
637-0" 77-101/2":15'-9"
64’-0" 8’-0":16'-0"

Safety railing

(shown in "raised" posPrToh)\T

To lighting fixture. See
"Conduit Entrance Detail".

%' B ox 1"

Sign ¥,"C, Type 4 conduit
structure
Secure conduit to
walkway grating

with Galv clamps

for use in 1%"

Straight Type 4 (4 per fixture)

| %" Lock washer
conduit connector

(4 per fixture)

All bolts, nuts, washers and other hardware
shall be SAE Grade 5 and cadmium-plated.

LIGHTING FIXTURE MOUNTING DETAIL

%" washer (4 per fixture)

(TYPICAL)

NOTES:

1. The first number listed is the
dimension from the edge of
the sign panel to the center
of the end-most fixture. The
second number listed is the
dimension between centers of
successive fixtures.

Hole in fixture tapped for
¥4"'C fitting
¥,"C-45° Type 4
conduit connector

2. Where odlacerﬁr sign panels are
spaced 1'-0" or less the
combination of these panels
(and spaces) shall be considered

a single panel. ¥,"C, Type 4 conduit

3. Physical configuration and
mounting details may vary from
what is shown.

CONDUIT ENTRANCE DETAIL

Type 1, %4'"C Min

]
. ¥,"c, Type "T" conduit
5Y4 fitting with gasketed
EYA o cover plate.
3% 8% (%'C, x ¥'C x ¥'c pad
o 25n 254" "T" conduit fitting with
B — F‘ 2% f— F—v gasketed cover p\c‘re]/
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4 Holes,

9 Holes - %" @
Te" @ x 1" length

TOP VIEW SIDE VIEW

SIGN ILLUMINATION FIXTURE MOUNTING PLATE (TYPICAL)

o Material: 0.135" hot-dip galvanized sheet steel after fabrication.
olLeft side is symmetrical with right side.

Conduit clamped to sign
structure "I" beams with
%" "U" bolts
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Walkway grating
|
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7 X = I Cap the conduit at the first
:T B support past the last fixtur
8%, & - i
19"
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Bolt (4 per fixture)
3%
" Lock washer (4 per fixture)
%" 8 Nut (4 per fixture)

Washer (4 per fixture)

Fixture mounting plate (1 per fixture)
(See detail this sheet).

3%" @ x 14" Bolt (4 per fixture)
Steel clamping nut - grooved and serrated

wide mounting channel

Retaining spring (4 per fixture)
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As required
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Secure conduit to
walkway grating
with Galv clamps

ﬁu\%M To lighting
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‘ T (as required)
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Sign structure
(supporting arm)

Lighting fixture
mounting channel shall
extend 1" beyond
the first support past
the last fixture.
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